SIZE & WEIGHT LEGAL LIMITS

INTERSTATE OTHER STATE ROADS
WIDTH: 102" 102"
HEIGHT: 13'6" 13'6"
Auto-transporter semitrailers 14' 0" 13' 6"
LEMGTH:
Straight Truck 40" 440°

Tractor-Semitrailer Comba

Semitrailer
Tractor-Semitrailer-Trailer Combao
Combination Trailer
Auto/bost-Transporter

Ezch Unit

Mazxi-Cube Combao

Cargo Box

Pzir of Cargo Boxes

Szddlemount Combao

Special limitations or restrictions:

Mo Limit (with lagal trailer, including
Mational Highwsay System routss)

53'*
Na Limit
28

Na Limit
5E'

65"

34'

&0’

97"

100" unless otherwise limited. Such
routes will be postad (except NHS
routss)

53' [unless routs is postad otherwis =)

100°

28

100" ** [unless posted otherwise)
5ga'

g5'

34!

a0

97

* On interstste and NHS routes, single-piece loads may betransported on an extendsbles emitrziler that excesds
53, provided that no pieces will beloaded end-to-end and thesemitrailer does not exceed 75 in length; on roads

other than the interststeand MHE routes, the same rules =pply, except that the oversl| length cannot sxceed 100°
Empty extendzble semitrailers or extendable s emitrailers transporting s single-pieceloadof 53" ar less are

required to maintzina semitrailer length of 53' or less. W hen the semitrailer is extands, the rear extremity of each
extendzable semitrailer or load must be marked with 3 4" multidirectional amber strobe light and with 18" bright

red or arange warning flags on the resrmaost of the losd or semitrail er.

** Faderzl =llowsancas for suto/bot overhang includes 3' frant and 5' rear overhanginclusiveof oversl| langth.

WEIGHT: *
Single Axle
Tandem Axle

Gross Vehicle Weight

20,340 1b

20,000 Ib

34,000 | b (exception: if vehicle is less 40,6580 |b

than 55" long and gross weight is less

than 73,280 |b will allow 40,580 1b)

Fedzral Bridge Formula **
Federz| Bridze Formulz **
80,000 1b

61,020 Ib
70,000 Ib

80,000 |b max (subjectto Fadaral
Bridge Formula ***)

* Anywehicle that excesds gross or allowsbl 2:axl e weight, and that utilizes idle reductiontechnology will have =
penzlty calculated by reducing from the actuzl eross weight, single axle weight, tandem axl e weight, or the allowsad

weight on any group of two or more axles the manufacturer's certified weight of tha idle reduction technology or
550 |b, whichewer is less. The operator mustpresent written certification from the mznufzcturer specifying the

wei ght of the unit an demanstratathat the unit is fully functionzl 2t 21l times.

** For any group of two or more axles, the Federa| Bridze Formulz will be applisd to determine the zllowshble

wei ght.

**% Ng lift axle may beused in computing allowsable gross weight.

Source:

WWW.RAGLAN.CA

http://www.dot.ga.gov/P5/Permits/OversizePermits

WRAGLAN

INDUSTRIES INC




